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SCALE:  NONE   1    4

DLV

SPECIFICATION DATA

DLV

SHALEY CLAY PRODUCED BY THE CONSTRUCTION PROJECT. 

DO NOT USE SHALE AND OBTAIN APPROVAL TO INCORPORATE 

STRUCTURE OR OTHER LOCATIONS SHOWN IN THE PLANS. 

FEET OF EMBANKMENT THAT SUPPORTS THE PAVEMENT 

THE PI REQUIREMENTS WHEN USED IN THE TOP 10 

MATERIAL EXCAVATED FROM THE PROJECT MUST MEETNOTE 1:

GENERAL NOTES

 

PROVIDE THE ENGINEER WITH A COPY OF ALL DBE SUBCONTRACTOR AGREEMENTS PRIOR TO COMMENCING WORK.

PROVIDE THE ENGINEER WITH A DAILY WORK SCHEDULE OF PLANNED WORK.

MEET WEEKLY WITH THE ENGINEER TO NOTIFY HIM OR HER OF PLANNED WORK FOR THE UPCOMING WEEK.

FAILURE TO HAVE UTILITY LOCATES PERFORMED.

REPAIR OR REPLACE ANY STRUCTURES AND UTILITIES THAT MIGHT HAVE BEEN DAMAGED BY NEGLIGENCE OR A 

PROJECT WITH A VEGETATIVE COVER AT A MINIMUM OF 70% DENSITY FOR THE CONTROL OF EROSION.  

FOR THE PROJECT TO BE DEEMED COMPLETE, PERMANENTLY STABILIZE ALL UNPAVED DISTURBED AREAS OF THE 

PRIOR TO BEGINNING SUCH WORK. 

STRUCTURES NEAR ANY OVERHEAD OR UNDERGROUND UTILITY.  CONSULT WITH THE APPROPRIATE UTILITY COMPANY 

USE ESTABLISHED INDUSTRY AND UTILITY SAFETY PRACTICES TO ERECT POLES, LUMINARIES, SIGNS OR 

AREAS.

LEAVE ALL RIGHT OF WAY AREAS UNDISTURBED UNTIL ACTUAL CONSTRUCTION IS TO BE PERFORMED IN SAID 

PLACEMENT OF TRAFFIC MARKINGS.

INSTALL TRAFFIC MARKING SIGNS PRIOR TO SEALCOAT APPLICATION AND REMOVE WITHIN THREE DAYS AFTER 

GENERAL PERMIT (TPDES, CGP).

REQUIREMENTS SET FORTH IN THE TCEQ, TEXAS POLLUTION DISCHARGE ELIMINATION SYSTEM, CONSTRUCTION 

THE PROJECT LIMITS OR WITHIN 1 MILE OF THE PROJECT LIMITS. FOLLOW THE DIRECTIVES AND ADHERE TO ALL 

APPLICATION OF PERMIT (NOI, OR CONSTRUCTION SITE NOTICE) TO THE ENGINEER, FOR ANY PSL LOCATED IN 

OF THE PROJECT.  WHEN THE TDA FOR THE PROJECT EXCEEDS 1 ACRE, PROVIDE A COPY OF THE APPROPRIATE 

FROM ANY PSL FOR CONSTRUCTION SUPPORT ACTIVITIES ON OR OFF OF THE PROJECT ROW ACCORDING TO THE TDA 

CONTRACTOR WILL OBTAIN ANY REQUIRED AUTHORIZATION FROM THE TCEQ FOR THE DISCHARGE OF STORM WATER 

FOR THE CONSTRUCTION SITE AS SHOWN ON THE PLANS, ACCORDING TO THE TDA OF THE PROJECT. THE 

AUTHORIZATION TO DISCHARGE STORM WATER FROM THE TEXAS COMMISSION ON ENVIRONMENTAL QUALITY (TCEQ) 

PROJECT LIMITS AND/OR WITHIN 1 MILE OF THE PROJECT LIMITS.  THE DEPARTMENT WILL OBTAIN AN 

IN THE CONTRACT, AND ALL DISTURBED AREA ON ALL PROJECT-SPECIFIC LOCATIONS (PSL) LOCATED IN THE 

TDA OF THIS PROJECT WILL BE DETERMINED BY THE SUM OF THE DISTURBED AREA IN ALL PROJECT LOCATIONS 

.  THE WILL ESTABLISH THE REQUIRED AUTHORIZATION FOR STORM WATER DISCHARGES (TDA) DISTURBED AREA

THE TOTAL THE DISTURBED AREA FOR THIS PROJECT, AS SHOWN ON THE PLANS IS 12.1 ACRES.  HOWEVER, 

STATE IMPLEMENTATION PLAN AS PREPARED BY THE TEXAS COMMISSION ON ENVIRONMENTAL QUALITY.

THE CONSTRUCTION, OPERATION AND MAINTENANCE OF THE PROPOSED PROJECT WILL BE CONSISTENT WITH THE 

FOR DIRECTLY BUT WILL BE CONSIDERED SUBSIDIARY TO THE VARIOUS BID ITEMS.

MATERIALS, LABOR, MAINTENANCE AND REMOVAL FOR THESE TEMPORARY ACCESSES AND RADII WILL NOT BE PAID 

BASE IN TURNING MOVEMENTS TO ACCOMMODATE AND TO PROTECT THE TRAFFIC FROM EDGE DROP-OFFS. 

LIMITED DURING PHASED CONSTRUCTION AT INTERSECTIONS, PROVIDE ALL WEATHER SURFACES SUCH AS RAP OR 

ACCESS WILL BE PROVIDED TO ALL BUSINESS AND RESIDENCES AT ALL TIMES.  WHERE TURNING RADII ARE 

8 INCHES AND COMPACT IN ACCORDANCE WITH THE SPECIFICATIONS. 

SCARIFY AND LOOSEN THE EXCAVATED AREAS, UNPAVED SURFACE AREAS, EXCEPT ROCK, TO A DEPTH OF AT LEAST 

ITEM 110: 

PROPERLY DISPOSE OF UNSALVAGEABLE MATERIAL AT YOUR OWN EXPENSE.

TAKE POSSESSION OF RECYCLED ASPHALT PAVEMENT FROM THE PROJECT AND RECYCLE THE MATERIAL.

ITEM 105:

PERMANENTLY.  SAWING IS NOT PAID FOR DIRECTLY, BUT IS SUBSIDIARY TO THIS ITEM.

SAW EXISTING ASPHALT ALONG NEAT LINES WHERE PORTIONS ARE TO BE LEFT IN PLACE TEMPORARILY OR 

ITEMS 105:  

SAWING OF CONCRETE IS NOT PAID FOR DIRECTLY, BUT IS CONSIDERED SUBSIDIARY TO THIS ITEM. 

TO THIS ITEM.

DURING CONSTRUCTION WITHIN THE RIGHT OF WAY.  DELINEATOR AND OBJECT MARKER REMOVALS ARE SUBSIDIARY 

REMOVE THE EXISTING ROADWAY DELINEATORS AND OBJECT MARKERS AS SHOWN ON THE PLANS, OR AS DIRECTED, 

ITEM 100:
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SCALE:  NONE   2    4

DLV

DLV

GENERAL NOTES CONT'D

THE PLANS: 

THE FOLLOWING ARE THE WILDFLOWER PLANTING MIXTURE AND RATES FOR ALL WILDFLOWER AREAS AS SHOWN ON 

DO NOT APPLY FERTILIZER TO SEEDED WILDFLOWER AREAS.

USE A DRILL-TYPE SEEDER SPECIFICALLY CALIBRATED FOR EACH TYPE OF SEED FOR PLANTING.

CONTRACTOR’S ACTIONS.

SPECIFICALLY AUTHORIZED. REPAIR OR REPLANT ALL WILDFLOWER AREAS THAT HAVE BEEN DAMAGED BY THE 

SHOWN ON PLANS, OR AS DIRECTED. PLANT WILDFLOWER SEEDS BETWEEN SEPTEMBER 15 AND JANUARY 15 UNLESS 

MARK, FLAG, OR PROPERLY DELINEATE THE WILDFLOWER PLANTING AREAS BEFORE THE SEEDING OPERATIONS AS 

ITEM 180:

PROVIDE TICKETS REPRESENTING QUANTITY OF COMPOST DELIVERED TO SITE.

ITEM 161:

DO NOT USE SHALEY CLAYS IN EMBANKMENT UNLESS APPROVED IN WRITING.

DIRECTLY, BUT WILL BE CONSIDERED SUBSIDIARY TO THIS ITEM.

PROPOSED TREATMENT LIMIT.  LIME TREATMENT AND TESTING OF THIS MATERIAL WILL NOT BE PAID FOR 

MATERIAL PLACED OR EXCAVATED TO A DEPTH OF ONE FOOT BELOW AND LATERALLY TO ONE FOOT OUTSIDE THE 

SPECIFICATION REQUIREMENTS OR MATERIAL SOURCES SPECIFIED IN THE PLANS.  THE ENGINEER WILL TEST 

DIRECTED.  THE ENGINEER WILL SAMPLE AND TEST MATERIAL PRODUCED BY THE CONSTRUCTION PROJECT FOR 

SAMPLING AND TESTING MATERIAL. PERFORM SPLIT-SAMPLE VERIFICATION TESTING WITH THE ENGINEER WHEN 

CONTACT THE ENGINEER FOR A LIST OF APPROVED LABORATORIES.  NOTIFY THE ENGINEER 48 HOURS BEFORE 

PLASTICITY INDEX AND PROVIDE RESULTS ON SOURCES OUTSIDE THE RIGHT OF WAY TO THE DEPARTMENT.  

LEVELS IN ACCORDANCE WITH TEX-145-E.  USE AN APPROVED LABORATORY TO PERFORM TESTS FOR SULFATE AND 

PPM, ALLOW THE MIXTURE TO MELLOW FOR AT LEAST THREE DAYS, OR AS DIRECTED.  TEST SOIL FOR SULFATE 

THRESHOLD OF 5000 PARTS PER MILLION (PPM).  FOR MATERIAL WITH SULFATE LEVELS GREATER THAN 3000 

CALCULATE THE AMOUNT OF LIME REQUIRED.   FURNISH MATERIAL CONTAINING SULFATE AT OR BELOW THE 

(ROAD-MIXED)” IN ORDER TO MEET THESE REQUIREMENTS.  USE TEX-121-E, FIGURE 1, PAGE 5 TO 

TABLE 1 (SHEET B).  IF NECESSARY, ADD LIME SLURRY IN ACCORDANCE WITH ITEM 260, “LIME TREATMENT 

IS FREE FROM VEGETATION OR OTHER OBJECTIONABLE MATERIAL AND THAT CONFORMS TO THE REQUIREMENTS OF 

EARTH EMBANKMENT TYPE C, IS MAINLY COMPOSED OF MATERIAL OTHER THAN SHALE.  FURNISH MATERIAL THAT 

 ITEM 132:

FOR DIRECTLY, BUT WILL BE CONSIDERED SUBSIDIARY TO THESE ITEMS.

EXCAVATION AND EMBANKMENT FOR DRIVEWAYS, SLEEPER SLABS, ALLEYS AND INTERSECTIONS WILL NOT BE PAID 

ITEMS 110 AND 132:

EXCAVATED SHALE IS NOT AN ACCEPTABLE MATERIAL FOR EMBANKMENT.

PROJECT FOR SPECIFICATION REQUIREMENTS OR MATERIAL SOURCES SPECIFIED IN THE PLANS.

ENGINEER WHEN DIRECTED. THE ENGINEER WILL SAMPLE AND TEST SOILS PRODUCED BY THE CONSTRUCTION 

HOURS BEFORE SAMPLING AND TESTING MATERIAL. PERFORM SPLIT-SAMPLE VERIFICATION TESTING WITH THE 

DEPARTMENT.  CONTACT THE ENGINEER FOR A LIST OF APPROVED LABORATORIES.  NOTIFY THE ENGINEER 72 

THE ABOVE-MENTIONED TEST RESULTS ON SOURCES OUTSIDE OF THE RIGHT OF WAY AT NO EXPENSE TO THE 

EMBANKMENT:  1- TEX-145-E (SULFATE CONTENT IN SOILS), 2- TEX-106-E (PLASTICITY INDEX).  PROVIDE 

PERFORM THE FOLLOWING TEST BY AN APPROVED LABORATORY ON EXCAVATED SOILS WHEN USED FOR ROADWAY 

BEND THE TIEBARS OR INSERT THEM INTO PLASTIC CONCRETE WITHOUT THE APPROVAL OF THE ENGINEER.

CLEAN THE DRILL HOLES AND THEN COMPLETELY FILL WITH EPOXY BEFORE INSERTING THE TIEBAR.  DO NOT 

A NON-IMPACT, ROTARY CORE DRILL TO PREVENT DAMAGE TO THE PAVEMENT UNLESS OTHERWISE DIRECTED.  

PIECE TIEBARS, DRILL HOLES INTO THE PAVEMENT AND GROUT STRAIGHT TIEBARS IN PLACE WITH EPOXY.  USE 

PAVEMENT REINFORCING STEEL.  IF APPROVED BY THE ENGINEER FOR SPECIFIC AREAS, IN LIEU OF MULTIPLE 

THREADED CONNECTORS OR OTHER ADEQUATE DEVICES, USED IN CONCRETE PAVING, OR TIE THEM TO THE 

USE OF MULTIPLE PIECE TIEBARS WILL BE REQUIRED.  PROVIDE CHAIRS FOR MULTIPLE PIECE TIEBARS, 

ITEM 360:

 IN TYPE C MIXTURE.64-22PROVIDE PG BINDER 

DILUTION OF TACK IS NOT ALLOWED. 

A RETEST IF NOT GIVEN THE OPPORTUNITY TO WITNESS. 

PROVIDE THE ENGINEER THE OPPORTUNITY TO WITNESS ALL MIXTURE DESIGN TESTS. THE ENGINEER MAY REQUIRE 

.  CUSE AGGREGATE THAT MEETS THE SURFACE AGGREGATE CLASSIFICATION (SAC) REQUIREMENT OF CLASS 

DESIGN FOR A TARGET LABORATORY-MOLDED DENSITY OF 97.0% WHEN USING THE TGC (TEX-204-F, PART I).

TACK COAT IS REQUIRED.

ITEM 340:

PLACED OVER THE SUBGRADE. 

THE USE OF WINDROW PICK-UP EQUIPMENT IS ALLOWED EXCEPT ON THE FIRST COURSE OF ROADWAY MATERIAL 

MATERIAL TRANSFER DEVICE IS REQUIRED.

ITEM 320:

ASPHALTS OUTSIDE THIS TIMEFRAME ONLY WITH THE APPROVAL OF THE ENGINEER.

AND SEALCOATS MUST BE PLACED BETWEEN MAY 15 AND AUGUST 31. EMULSIONS MAY BE SUBSTITUTED FOR AC 

IN ADDITION TO THE TEMPERATURE REQUIREMENTS OF THIS ITEM, AC ASPHALTS USED IN SURFACE TREATMENTS 

ITEM 316:

DO NOT USE MC-30 ON BASE COURSES PLACED BETWEEN APRIL 16 AND SEPTEMBER 15.

ITEM 310: 

PART II.

FURNISH BASE MATERIAL WITH A MINIMUM BAR LINEAR SHRINKAGE OF 2 PERCENT AS DETERMINED BY TEX-107-E, 

FLEX BASE MATERIAL MUST MEET THE MINIMUM COMPRESSIVE STRENGTH REQUIREMENTS.

OTHERWISE APPROVED OR DIRECTED.

BLADE AND SPRINKLE FLEXIBLE BASE FOR A MINIMUM OF 7 DAYS AFTER IT ACHIEVES DENSITY UNLESS 

PROVIDE COMMERCIAL LIME SLURRY AND APPLY LIME BY SLURRY PLACEMENT METHOD.

DEPARTMENTAL MATERIAL SPECIFICATION, DMS-11000 REQUIREMENTS.

THE USE OF CONTRACTOR-OWNED RECYCLED CRUSHED CONCRETE IS ALLOWED PROVIDED IT MEETS THE 

REQUIRED FOR GRADE 1 AND 2. MINIMUM PI IS EQUAL TO THREE (3) FOR ALL GRADES.  

THICKNESS OF 12 INCHES, OR LESS WITH THE REQUIRED DENSITY AND MOISTURE CONTENT.  TRIAXIAL CLASS IS 

COMPACT TO AT LEAST 98% OF THE MAXIMUM DENSITY DETERMINED BY TEX-113-E. CONSTRUCT UNIFORM LAYER 

ITEM 247: 

APPROVED.

IF A WILDFLOWER SPECIES IS UNAVAILABLE, THEN USE AN EQUAL UNIT PRICE AMOUNT OF ANOTHER SPECIES AS 

DORMANT SEED, OR A COMBINATION AS DETERMINED BY AN APPROVED CERTIFIED SEED-TESTING LABORATORY.)

DEFINED AS “PURITY MULTIPLIED BY GERMINATION.”GERMINATION INCLUDES HARDSEED, FIRMSEED, OR 

MIXTURE REQUIRES A TOTAL OF 25.25 LB. OF PURE LIVE SEED (PLS) PER ACRE. “PURE LIVE SEED”IS 

*(IN ACCORDANCE WITH THE WILDFLOWER PLANTING MIXTURE AND RATES SPECIFIED ABOVE, THE WILDFLOWER 
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SCALE:  NONE   3    4

DLV

DLV

GENERAL NOTES CONT'D

MATURITY METERS MAY BE USED FOR TEMPERATURE GRADIENT DETERMINATION IN MASS CONCRETE POURS.

EXCEPT DRILLED SHAFTS AND MASS CONCRETE POURS.

STRENGTH EVALUATION USING MATURITY TESTING, TEX-426-A, MAY BE USED FOR ALL CONCRETE ELEMENTS 

USED IN THE MIX DESIGN.  

CONCRETE IS NOT CONSIDERED SULFATE RESISTANT CONCRETE WHEN CLASS C FLY ASH AND TYPE I CEMENT IS 

OPTION, A SULFATE RESISTANT HIGH PERFORMANCE CONCRETE MAY BE USED; HOWEVER, HIGH PERFORMANCE 

PROVIDE SULFATE RESISTANT CONCRETE FOR BOX CULVERTS AND ALL DRILLED SHAFTS.  AT THE CONTRACTOR’S 

PORTIONS OF RAIL OR CONCRETE TRAFFIC BARRIER NOT LOCATED ON A BRIDGE.   

CONCRETE TRAFFIC BARRIER PLACED ON BRIDGES OR APPROACH SLABS. HPC CONCRETE IS NOT REQUIRED FOR 

PROVIDE HIGH PERFORMANCE CONCRETE (HPC) OF THE CLASS SPECIFIED FOR ALL RAILING AND PERMANENT 

COMPONENTS: APPROACH SLABS, ABUTMENTS, BENTS, COLUMNS, SLABS, SIDEWALKS AND MEDIANS.

PROVIDE HIGH PERFORMANCE CONCRETE (HPC) OF THE CLASS SPECIFIED FOR THE FOLLOWING BRIDGE 

ENGINEER.

’S CONSTRUCTION MANAGEMENT SYSTEM (SITE MANAGER).  MIX DESIGN TEMPLATES WILL BE PROVIDED BY THE 

FURNISH MIX DESIGNS TO THE ENGINEER IN A FORMAT COMPATIBLE TO THE LATEST VERSION OF THE DEPARTMENT

ITEM 421:

APPLY AN ORDINARY SURFACE FINISH TO ALL CONCRETE SURFACES WITHIN 30 DAYS AFTER FORM REMOVAL.

MASS CONCRETE IS A PLANS QUANTITY ITEM.

ITEM 420:

STRUCTURAL EXCAVATION IS NOT PAID FOR DIRECTLY BUT IS CONSIDERED SUBSIDIARY TO PERTINENT ITEMS. 

ITEM 400:

OR OTHER METHOD APPROVED BY THE ENGINEER WILL BE PERFORMED AT THE CONTRACTOR’S EXPENSE.

QUALITY, COMPROMISING QUALITY OF PAVEMENT AND DECREASING SKID RESISTANCE. APPROVED BLASTING METHOD 

TAKEN BY THE CONTRACTOR TO MAKE THAT 1000-FT FULL WIDTH SECTION UNIFORM WITHOUT CHANGING RIDE 

IF MORE THAN 30% OF AN AREA IN ANY 1000-FT SECTION OF ROADWAY REQUIRES GRINDING, ACTION WILL BE 

 

TO TEST CONCRETE.

HARD COPIES OF CALIBRATION REPORTS FOR TESTING EQUIPMENT WHEN NON-TXDOT APPROVED EQUIPMENT IS USED 

COPY OF CERTIFICATION PAPER TO THE ENGINEER UPON ARRIVAL AND BEFORE TESTING AT JOB SITE. FURNISH 

CONTRACTOR PERSONNEL PERFORMING JOB-CONTROL TESTING ON CONCRETE MUST BE ACI- CERTIFIED. PROVIDE A 

JOINTS.

PROVIDE TIEBARS IN LONGITUDINAL JOINTS BUT DO NOT PLACE THEM WITHIN 15 INCHES OF TRANSVERSE 

CONTROL DEVICE.

IF A TRAVELING FORM PAVER IS USED, PROVIDE ONE EQUIPPED WITH AN ELECTRONICALLY OPERATED HORIZONTAL 

CONSIDERED SUBSIDIARY TO THIS ITEM.

THE CONSTRUCTION OF A SUITABLE CROSSOVER CONNECTION AT EACH SITE, IS NOT PAID FOR DIRECTLY BUT IS 

STREETS AS SHOWN IN THE PLANS OR AS DIRECTED.  THE COST OF PROVIDING THESE LEAVEOUTS, INCLUDING 

LEAVEOUTS ARE REQUIRED ON THIS PROJECT AS NECESSARY TO PROVIDE FOR TRAFFIC AT DRIVEWAYS AND SIDE 

AS DIRECTED. JOINT LOCATIONS, OTHER THAN AS SHOWN ON THE PLANS, ARE SUBJECT TO APPROVAL.  PAVEMENT 

PLACE CONSTRUCTION, SAWED AND CONTRACTION JOINTS IN ACCORDANCE WITH THE PAVEMENT DETAIL SHEET AND 

MACHINE WILL SPAN THE PAVEMENT. 

PROVIDE A CURING MACHINE EQUIPPED WITH RUBBER TIRES, OR OTHER ACCEPTABLE ARRANGEMENT, SO THAT THE 

PAID FOR DIRECTLY, BUT IS CONSIDERED SUBSIDIARY TO THIS ITEM.

PAVEMENT IS PLACED ADJACENT TO EXISTING CONCRETE PAVEMENT. INSTALLATION OF THESE JOINTS IS NOT 

PROVIDE PAVEMENT WIDENING JOINTS, AS DETAILED IN THE PLANS, AT ALL LOCATIONS WHERE CONCRETE 

STOCKPILE THE CONCRETE AGGREGATES AT THE PLANT SITE.

HOURS OF THE DISCHARGE.

DEVICES AND ARE DISCHARGED INTO THE RESTRICTED AREAS, BEFORE THE NEXT RAIN EVENT OR WITHIN 24 

THEM DURING THE DEMOLITION.  REMOVE ANY DEBRIS OR CONSTRUCTION MATERIAL THAT ESCAPES CONTAINMENT 

OR A DESIGNATED WETLAND.  INSTALL BEST MANAGEMENT PRACTICES BEFORE DEMOLITION BEGINS AND MAINTAIN 

TAKE ALL PRACTICABLE PRECAUTIONS TO PREVENT DEBRIS FROM BEING DISCHARGED INTO THE WATERS OF TEXAS 

   ITEM 506:

CHAIN LINK FENCING WILL BE PROVIDED AROUND THE FIELD OFFICE/LABORATORY AND PARKING AREAS.

FURNISH ONE FIELD OFFICE (TYPE C) FOR THIS PROJECT.

ITEM 504:

PAVEMENT FROM ALL DAMAGE USING AN ACCEPTABLE METHOD.  

WHEN MOVING UNLICENSED EQUIPMENT ON OR ACROSS ANY PAVEMENT OR PUBLIC HIGHWAYS, PROTECT THE 

PERFORMED AND MATERIALS ARE SUBSIDIARY TO THIS ITEM.

OPENING TO TRAFFIC.  PLYWOOD SIGN BLANKS WILL HAVE MINIMUM DIMENSIONS OF 84" X 12".  WORK 

VERTICAL CLEARANCE HAS CHANGED.  INSTALL SIGNS TO THE SATISFACTION OF THE ENGINEER PRIOR TO 

PROVIDE RECTANGULAR SHAPE (CW12-2P) TEMPORARY CLEARANCE SIGNS ON ALL BRIDGES WHERE THE EXISTING 

ENTERING THE HIGHWAY FROM DRIVEWAYS OR SIDE STREETS.  

PLACE BARRICADES AND SIGNS IN LOCATIONS THAT DO NOT OBSTRUCT THE SIGHT DISTANCE OF DRIVERS 

THE WORK WILL BE SUBSIDIARY TO THIS ITEM.  

OF THIS MATERIAL WHEN WORK RESUMES.  BACKFILLING PAVEMENT EDGES, AND THE MATERIALS REQUIRED FOR 

3:1 SLOPE USING AN ACCEPTABLE MATERIAL TO SUPPORT VEHICULAR TRAFFIC.  CAREFULLY REMOVE AND DISPOSE 

COMPLETED BY THE END OF THE WORK DAY, BACKFILL AGAINST THE EDGE OF THE PAVEMENT WITH AT LEAST A 

WHEN EXCAVATION IS REQUIRED NEXT TO A PAVEMENT LANE CARRYING TRAFFIC AND THE WIDENING IS NOT 

PROPOSED CLOSURES.  DO NOT CLOSE LANES WHEN THIS REQUIREMENT IS NOT MET.  

PROVIDE WRITTEN PROPOSED LANE CLOSURE INFORMATION BY 1:00 PM ON THE BUSINESS DAY PRIOR TO THE 

GUIDELINES FOR TRAFFIC CONTROL DEVICES AND SIGNS.  

MAINTAIN THE TRAFFIC CONTROL DEVICES AND SIGNS.  THE PERSON MUST BE KNOWLEDGEABLE OF TXDOT 

PROVIDE A PERSON ON THE PROJECT AT ALL TIMES (24 HOURS/DAY, 7 DAYS/WEEK) TO PATROL, MONITOR, AND 

ITEM 502:

WILL NOT BE PAID FOR DIRECTLY BUT WILL BE CONSIDERED SUBSIDIARY TO THE VARIOUS BID ITEMS.

THE CONCRETE COLLARS AND THE CONNECTIONS OF PIPES TO EXISTING OR PROPOSED CONCRETE BOXES OR PIPE 

ITEM 464:

REINFORCED BOX CULVERTS IN ACCORDANCE WITH SECTION 464.3.C, “JOINTING.”

PROVIDE PORTLAND CEMENT MORTAR JOINTS BETWEEN PRECAST CONCRETE BOX CULVERTS AND EXISTING 

ITEM 462:

DO NOT TREAT THE INSIDE FACE OF CONCRETE RAILS.

PROVIDE A CLASS II SURFACE TREATMENT.

ITEM 428:

THE FOLLOWING WHEN APPROVED BY THE ENGINEER:

CALIBRATED AND VERIFIED IN ACCORDANCE WITH ASTM LATEST VERSION.  THE MACHINE CAN MEET OR EXCEED 

SHALL HAVE A LOAD CELL TO MEASURE COMPRESSIVE FORCES WITHIN THE TESTING RANGE AND SHALL BE 

VALVE TO ALLOW FOR RAPID ADVANCING, HOLD, CONTROLLED ADVANCING AND RAPID RETRACTING. THE MACHINE 

MINIMUM TESTING RANGE OF 2500 POUNDS FORCE TO 250,000 POUNDS FORCE WITH A HYDRAULIC SWITCHING 

PROVIDE A DIGITAL HYDRAULIC COMPRESSION TESTING MACHINE AND ACCESSORIES. THE MACHINE SHALL HAVE A 
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SCALE:  NONE   4    4

DLV

DLV

GENERAL NOTES CONT'D

SUM.

FOR THE CONSTRUCTION WILL BE CONSIDERED SUBSIDIARY TO ITEM 1000 WHICH WILL BE PAID BY THE LUMP 

CONSTRUCT THE COUNTRY CLUB ENTRYWAY AS PER THE PLANS PROVIDED BY THE ARCHITECT.  ALL ITEMS NEEDED 

ITEM 1000:

OF PERMANENT AND TEMPORARY PAVEMENT MARKINGS.

A WATER BLASTING METHOD APPROVED BY THE ENGINEER WILL BE THE ONLY METHOD ALLOWED FOR THE REMOVAL 

ITEM 677:

FURNISH TYPE II GLASS BEADS CONFORMING TO DMS-8290, “GLASS TRAFFIC BEADS,”FOR THIS PROJECT.

USED FOR PILOT GUIDELINE MARKINGS AND EQUIPMENT USED FOR PLACEMENT.

AND SHALL NOT ESTABLISH A PERMANENT MARKING ON THE ROADWAY. THE ENGINEER WILL APPROVE MATERIALS 

PILOT GUIDELINE MARKINGS PLACED ON THE ROADWAY FOR ALIGNMENT PURPOSES SHALL BE TEMPORARY IN NATURE 

VI OF THE TMUTCD.

THE PLACEMENT OF PILOT GUIDELINE MARKINGS AS DIRECTED. ALL WORK SHALL BE IN CONFORMANCE WITH PART 

TRAFFIC CONTROL. SUPPLY ALL THE EQUIPMENT, PERSONNEL, TRAFFIC CONTROL, AND MATERIALS NECESSARY FOR 

PROVIDE A CREW EXPERIENCED IN THE WORK OF INSTALLING PILOT GUIDELINE MARKINGS AND IN THE NECESSARY 

GUIDELINE MARKINGS.

REQUIRED FOR THE PROPER PLACEMENT OF TABS AND FOR THE PROPER PLACEMENT OF CONTROL POINTS FOR PILOT 

BE USED AS A GUIDE FOR THE PLACEMENT OF PILOT GUIDELINE MARKINGS. CONTROLLED SURVEYS MAY BE 

APPROVED BY THE ENGINEER. PREVIOUSLY PLACED TABS THAT ARE PRESERVED ON THE APPROVED ALIGNMENT MAY 

GUIDELINE MARKINGS. PLACE MARKINGS IN THE PROPER ALIGNMENT AS ESTABLISHED BY THE CONTRACTOR AND 

FOR LENGTHS GREATER THAN 300 FT., THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PLACEMENT OF PILOT 

EDGE LINES AND CHANNELIZING LINES.

USE THE SPRAY METHOD FOR APPLICATION OF THE THERMOPLASTIC COMPOUND FOR LANE LINES, BARRIER LINES, 

ITEM 666:

FURNISH ONE TYPE OF POST THROUGHOUT THE PROJECT EXCEPT AS SPECIFICALLY NOTED IN THE PLANS.

ITEM 540:

PLANS.

PROVIDE CLASS “HES”CONCRETE FOR CONCRETE INTERSECTIONS AND DRIVEWAYS LISTED OR SHOWN ON THE 

ITEM 530:

TYPE OF BARRIER JOINT CONNECTION PROPOSED FOR THE PROJECT.

HAVE DRAINAGE SLOTS AS DETAILED ON THE CONCRETE SAFETY BARRIER STANDARDS.  SUBMIT FOR APPROVAL THE 

POSSESSION OF NON-PERMANENT BARRIERS AT THE END OF THE PROJECT.  PRE-CAST F SHAPE BARRIERS MUST 

THE CONTRACTOR WILL FURNISH PRE-CAST F SHAPE BARRIERS FOR TRAFFIC CONTROL, AND REMOVE AND RETAIN 

ITEM 512:

THE ENGINEER.

TESTING OF MATERIALS USED IN THE CONSTRUCTION OF A TEMPORARY DETOUR MAY BE WAIVED WHEN APPROVED BY 

ITEM 508: 

CONSTRUCTION STREAM CROSSINGS WILL NOT BE PAID FOR DIRECTLY BUT ARE SUBSIDIARY TO PERTINENT ITEMS.

THE AFFECTED AREAS TO THEIR PRE-EXISTING ELEVATION.  ALL WORK AND MATERIALS USE FOR TEMPORARY 

DEGRADATION OF WATER QUALITY.  REMOVE THE TEMPORARY STREAM CROSSINGS IN THEIR ENTIRETY AND RETURN 

HYDRAULIC FLOW CHARACTERISTICS OF THE STREAM, INCREASE FLOODING, OR CAUSE MORE THAN MINIMAL 

NOMINAL SIZE ROCK.  TEMPORARY STREAM CROSSINGS MUST NOT CAUSE MORE THAN MINIMAL CHANGES TO THE 

CROSSINGS.  A TEMPORARY CULVERT CROSSING WILL CONSIST OF STORM SEWER PIPES AND 4- TO 8-INCH 

BRIDGES, TIMBER MATS, OR OTHER STRUCTURALLY SOUND AND NON-ERODING MATERIAL FOR TEMPORARY STREAM 

WRITING FOR APPROVAL THE TYPE AND LOCATION OF EACH TEMPORARY STREAM CROSSING.  USE TEMPORARY 

IF TEMPORARY CONSTRUCTION STREAM CROSSINGS ARE ALLOWED UNDER A NATIONWIDE PERMIT, SUBMIT IN 

INSTALL THEM PER THE MANUFACTURER'S SPECIFICATIONS.

EQUIVALENT CAN BE USED.  PAYMENT FOR EACH BOLLARD INCLUDES ALL NEED SUPPLIES AND WORK NEEDED TO 

HEIGHT OF 30" AND A FOLDED CLEARANCE HEIGHT OF 4" OR LESS.  TRAFFIC GUARD SINGLE POST OR APPROVED 

PROVIDE AND INSTALL BOLLARDS AS SHOWN IN THE PLANS.  BOLLARDS SHALL BE FOLDABLE WITH A MINIMUM 

ITEM 1001:
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TYP.

2'

E
X
I
S

T
I

N
G
 

R
O

W

E
X
I
S

T
I

N
G
 

R
O

W

E
X
I
S

T
I

N
G
 

R
O

W

50' USUAL

ROW VARIES

40' USUAL

ROW VARIES

5.0'

A B
D

11.0'

40' USUAL

ROW VARIES

40' USUAL

ROW VARIES

2.00% 2.00%

TYP.

2'

5.0' 5.0'11.0' 11.0'

2.00% 2.00%

STA 11+61.50 TO STA 23+21.59

PROPOSED TYPICAL SECTION ~ COUNTRY CLUB RD

1.5' TYP

1.0' TYP

LEGEND

0.0' TO 12.0'

VARIES 11.0'

0.0' TO 11.0'

VARIES 5.0'

STA 98+17.62 TO STA 129+90.00

STA 23+21.59 TO STA 83+92.31

PROPOSED TYPICAL SECTION ~ COUNTRY CLUB RD

E
X
I
S

T
I

N
G
 

R
O

W

A

B

C

LPROPOSED C

LPROPOSED C

1     2

F

D

TOPSOIL/SOD

F

3:1 (MAX)

4:1 (USUAL)

C

PRIME COAT

E

TACK COAT

E

F

A B
DC

E

3:1 (MAX)

4:1 (USUAL)

3:1 (MAX)

4:1 (USUAL)

3:1 (MAX)

4:1 (USUAL)

ASHPALT BID ALTERNATE

TYPICAL SECTIONS

COUNTRY CLUB ROAD 

B1

4" TYPE C PG 70-22 HMAC SURFACE

6" TYPE B PG 64-22 HMAC BASE

8" LIME TRATED SUBGRADE (15%)
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E
X
I
S

T
I

N
G
 

R
O

W

40' USUAL

ROW VARIES

2.00% 2.00%

TYP.

2'

5.0' 11.0'

VARIES

0' TO 7'

VARIES 0' TO 3.0'

E
X
I
S

T
I

N
G
 

R
O

W

40' USUAL

ROW VARIES

2.00% 2.00%

3:1 (MAX)
4:1 (USUAL)

TYP.

2'

5.0' 11.0'

VARIES

0'TO 6.5'

PROPOSED GORE

STA 83+92.31 TO STA 92+42.68

AT DENTON COUNTY COUNTRY CLUB

PROPOSED TYPICAL SECTION ~ COUNTRY CLUB RD

STA 92+42.68 TO STA 98+17.62

AT DENTON COUNTY COUNTRY CLUB

PROPOSED TYPICAL SECTION ~ COUNTRY CLUB RD

1.0' TYP

1.0' TYP

LPROPOSED C

LPROPOSED C

40' USUAL

ROW VARIES

11.0' 5.0'

0.0' TO 11.0'

VARIES

VARIES 0' TO 4.0'

0' TO 10.0'

VARIES 11.0' 5.0'VARIES 0' TO 13.0'

0'TO 6.5'

VARIES

40' USUAL

ROW VARIES

E
X
I
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T
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N
G
 

R
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W
E

X
I
S

T
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N
G
 

R
O

W

2     2

3:1 (MAX)

4:1 (USUAL)

3:1 (MAX)

4:1 (USUAL)

F

3:1 (MAX)

4:1 (USUAL)

F

A B
DC

E

A B
DC

E

ASHPALT BID ALTERNATE

TYPICAL SECTIONS

COUNTRY CLUB ROAD 

B2

LEGEND

A

B

C

D

TOPSOIL/SOD

PRIME COAT

TACK COAT

E

F

4" TYPE C PG 70-22 HMAC SURFACE

6" TYPE B PG 64-22 HMAC BASE

8" LIME TRATED SUBGRADE (15%)
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E
X
I
S
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G
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W

E
X
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R
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W

5' 12' 12' 5'

(VARIES)

45' ROW

(VARIES)

45' ROW

VARIES

E
X
I
S

T
I

N
G
 

R
O

W

E
X
I
S

T
I

N
G
 

R
O

W

EXISTING GROUND

VARIES

5.0'

3:
1 
(MAX)

4:
1 
(USUAL)

3:1 (MAX)

4:1 (USUAL)
3:1

 (MAX)4:1
 (USUAL)

D
E F G H2' TYP

12.0'

VARIES 0.0' TO 4.0'

VARIES
VARIES 0.0' TO 3.0'

45' USUAL

ROW VARIES

45' USUAL

ROW VARIES

LEGEND

6" FLEXIBLE BASE

LPROPOSED C

LPROPOSED C

D

E

F

G

H

AREA

GORE 

PAINTED

0' TO 7.0'

0.0' TO 10.0'

VARIES 12.0' 5.0'

TYPICAL SECTIONS

FM 1830

4     5

6

AND SEAL COAT

I 4" TOPSOIL

I

I

EXISTING GROUND

PAVEMENT SECTION

EXISTING HMAC

PAVEMENT SECTION

EXISTING HMAC

FM 1830

EXISTING TYPICAL SECTION

3:1 (MAX)

4:1 (USUAL)

1 FT MIN PARKWAY

2 FT TYPICAL

E

F

G

H
2'

TYPICAL EDGE CONDITION

2" TY C PG64-22 HMA OVERLAY

4" TY C PG 64-22 HMA BASE

2" TY C PG64-22 HMAC OVERLAY

D

D

PRIME COAT (MC-30 OR SS-1)

STA 15+00.00 TO 19+00.00

STA 10+70.00 TO STA 11+50.00

PROPOSED TYPICAL SECTION ~ FM 1830

50:1 SLOPE
2' (TYP)

50:1 SLOPE
2' (TYP)

4' FLAT BOTTOM

8" LIME TREATED SUBGRADE (8%)

PLANE ASPHALT DETAILS

LEGEND

- EXISTING PAVEMENT

- EXISTING PAVEMENT REMOVED

- 2" OVERLAY

0"

50'-0"

2"

NOT TO SCALE
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E
X
I
S

T
I

N
G
 

R
O

W

E
X
I
S

T
I

N
G
 

R
O

W

EXISTING GROUND

VARIES

3:
1 
(MAX)

4:
1 
(USUAL)

3:1 (MAX)

4:1 (USUAL)
3:1

 (MAX)4:1
 (USUAL)

DE F G H2' TYP

12.0' 12.0' 5.0'

VARIES 0.0' TO 14.0'

45' USUAL

ROW VARIES

45' USUAL

ROW VARIES

VARIES

5.0' 10.0'

PAINTED GORE AREA

LPROPOSED C

0' TO 7.0'

VARIES

0' TO 7.0'

I

I

PAVEMENT SECTION

EXISTING HMAC

STA 19+00 TO STA 25+85.10

PROPOSED TYPICAL SECTION ~ FM 1830

2" TY C PG64-22 HMAC OVERLAY

D

E
X
I
S

T
I

N
G
 

R
O

W

E
X
I
S

T
I

N
G
 

R
O

W

EXISTING GROUND

VARIES

5.0'

3:
1 
(MAX)

4:
1 
(USUAL)

D
E F G H

2' TYP

12.0'

VARIES 0.0' TO 4.0'

VARIES
VARIES 0.0' TO 3.0'

45' USUAL

ROW VARIES

45' USUAL

ROW VARIES

LPROPOSED C

AREA

GORE 

PAINTED

0' TO 7.0'

0.0' TO 10.0'

VARIES 12.0' 5.0'

I

PAVEMENT SECTION

EXISTING HMAC

2" TY C PG64-22 HMAC OVERLAY

D

STA 11+50.00 TO STA 15+00.00

PROPOSED TYPICAL SECTION ~ FM 1830

2'

BEAM GUARD FENCE

STEEL POST METAL

2'

BEAM GUARD FENCE

STEEL POST METAL

3:1 (MAX)

4:1 (USUAL)

ALL SLOPES

I

LEGEND

6" FLEXIBLE BASE

D

E

F

G

H

AND SEAL COAT

I 4" TOPSOIL

2" TY C PG64-22 HMA OVERLAY

4" TY C PG 64-22 HMA BASE

PRIME COAT (MC-30 OR SS-1)

7

5     5

TYPICAL SECTIONS

FM 1830

50:1 SLOPE
2' (TYP)

50:1 SLOPE
2' (TYP) 

50:1 SLOPE

MOW STRIP

50:1 SLOPE

MOW STRIP

4' FLAT BOTTOM

4' FLAT BOTTOM

8" LIME TREATED SUBGRADE (8%)

PLANE ASPHALT DETAILS

LEGEND

- EXISTING PAVEMENT

- EXISTING PAVEMENT REMOVED

- 2" OVERLAY

0"

50'-0"

2"

NOT TO SCALE

STATE

JOB

COUNTY

FEDERAL AID PROJECT NO.

DISTRICT

CONTROL SECTION

6

TEXAS

T
:
\
2
0
0
9
-
0
6
7
9
-

D
e
n
t
o
n
-

C
o
u
n
t
y
_

R
o
a
d
_

B
r
i
d
g
e
_

W
e
s
t
_

P
r
o
j
e
c
t
s
\
0
1
 
-
 

C
o
u
n
t
r
y
 

C
l
u
b
 

R
d
\

T
R

E
\

D
G

N
\
0
1

G
E

N
\
1
8
3
0
-

T
Y

P
.
d
g
n

DAL

DIV NO

FED RDDESIGN

GRAPHICS

CHECK

CHECK

3
/
1
3
/
2
0
1
5

9
:
5
9
:
3
6
 

A
M

SEE TITLE SHEET

CAD NO

SHEET

DENTON
XXX

P  214.373.7873 | F  214.373.7875 | Firm # F-10488

Dallas, Texas 75243

12001 N Central Expressway, Suite 1050

CCJ

XXX

ROAD

CCR

SHEET    OF   

 

  

  

  

 

    

 

115984

T

S

ATE OF TEXA

S

LIC NE SED

R
E

E

NI
GNELANOI

SS
E

F

O
R

P

TREVOR L. REED








































































































































































































































































































































































































































